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REPLACEMENT HINGED STEEL BELT DATA SHEET

1. Manufacturer: 2. Belt Overall Length:

3. Material Handled:

4. Pitch: 5. Belt Width (3" to 60"): 6. Roller Centers:

7. Face of Rollers (3/4"): 8. Diameter of Rollers (1-1/2" std. / 1-1/4" LP):

9. Dim. Outside of Side Wings: 10. Side Wing Thickness (10 Ga.):

11. Side Wing Hgt. (1-1/2" std / 15/16" LP): Welded on:

12. Belt Apron Surface (12 Ga.): Pimpled: Pimpled & Perforated:

13. Cleat Hgt. (1-1/2" std. / 15/16" LP): 14. Cleat Spacing Ctrs:

15. Cleat Type: Bar:             Formed: Angle: Plain: Perforated:            Notched:

Tapered:             Indented: Other:

16. Belt:     With Side Bars (10 Ga.): Without Side Bars:

17. Overall Axle Length (7/16" dia.): 18. Cotter Pin/Other Style:

19. Belt Sprockets (6T 5" P.D. std. / 5T 4.25" P.D. LP):

20. Belt Sprocket Bore Size:

21. Miscellaneous Information:

NOTE: DIMENSIONS IN PARENTHESIS (  ) ABOVE, ARE FOR WARDCRAFT STD. 2-1/2" PITCH BELT


